
hostb0@pci0:0:0:0:      class=0x060000 card=0x09c51028 chip=0x9b438086 rev=0x05 hdr=0x00
    vendor     = ’Intel Corporation’
    class      = bridge
    subclass   = HOST-PCI
pcib1@pci0:0:1:0:       class=0x060400 card=0x09c51028 chip=0x19018086 rev=0x05 hdr=0x01
    vendor     = ’Intel Corporation’
    device     = ’6th-9th Gen Core Processor PCIe Controller (x16)’
    class      = bridge
    subclass   = PCI-PCI
vgapci1@pci0:0:2:0:     class=0x030000 card=0x09c51028 chip=0x9bc58086 rev=0x05 hdr=0x00
    vendor     = ’Intel Corporation’
    class      = display
    subclass   = VGA
none0@pci0:0:4:0:       class=0x118000 card=0x09c51028 chip=0x19038086 rev=0x05 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Xeon E3-1200 v5/E3-1500 v5/6th Gen Core Processor Thermal Subsystem’
    class      = dasp
none1@pci0:0:8:0:       class=0x088000 card=0x09c51028 chip=0x19118086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Xeon E3-1200 v5/v6 / E3-1500 v5 / 6th/7th/8th Gen Core Processor Gaussian Mixture Model’
    class      = base peripheral
none2@pci0:0:18:0:      class=0x118000 card=0x09c51028 chip=0x06f98086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH Thermal Controller’
    class      = dasp
xhci1@pci0:0:20:0:      class=0x0c0330 card=0x09c51028 chip=0x06ed8086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake USB 3.1 xHCI Host Controller’
    class      = serial bus
    subclass   = USB
none3@pci0:0:20:2:      class=0x050000 card=0x09c51028 chip=0x06ef8086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH Shared SRAM’
    class      = memory
    subclass   = RAM
none4@pci0:0:20:3:      class=0x028000 card=0x16521a56 chip=0x06f08086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH CNVi WiFi’
    class      = network
none5@pci0:0:21:0:      class=0x0c8000 card=0x09c51028 chip=0x06e88086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH Serial IO I2C Controller’
    class      = serial bus
none6@pci0:0:22:0:      class=0x078000 card=0x09c51028 chip=0x06e08086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake HECI Controller’
    class      = simple comms
none7@pci0:0:23:0:      class=0x010400 card=0x09c51028 chip=0x06d68086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    class      = mass storage
    subclass   = RAID
pcib2@pci0:0:28:0:      class=0x060400 card=0x09c51028 chip=0x06bc8086 rev=0xf0 hdr=0x01
    vendor     = ’Intel Corporation’
    class      = bridge
    subclass   = PCI-PCI
pcib3@pci0:0:28:6:      class=0x060400 card=0x09c51028 chip=0x06be8086 rev=0xf0 hdr=0x01
    vendor     = ’Intel Corporation’
    class      = bridge
    subclass   = PCI-PCI
isab0@pci0:0:31:0:      class=0x060100 card=0x09c51028 chip=0x06848086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    class      = bridge
    subclass   = PCI-ISA
hdac1@pci0:0:31:3:      class=0x040300 card=0x09c51028 chip=0x06c88086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH cAVS’
    class      = multimedia



    subclass   = HDA
none8@pci0:0:31:4:      class=0x0c0500 card=0x09c51028 chip=0x06a38086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH SMBus Controller’
    class      = serial bus
    subclass   = SMBus
none9@pci0:0:31:5:      class=0x0c8000 card=0x09c51028 chip=0x06a48086 rev=0x00 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’Comet Lake PCH SPI Controller’
    class      = serial bus
vgapci0@pci0:1:0:0:     class=0x030000 card=0x13651028 chip=0x218710de rev=0xa1 hdr=0x00
    vendor     = ’NVIDIA Corporation’
    device     = ’TU116 [GeForce GTX 1650 SUPER]’
    class      = display
    subclass   = VGA
hdac0@pci0:1:0:1:       class=0x040300 card=0x13651028 chip=0x1aeb10de rev=0xa1 hdr=0x00
    vendor     = ’NVIDIA Corporation’
    device     = ’TU116 High Definition Audio Controller’
    class      = multimedia
    subclass   = HDA
xhci0@pci0:1:0:2:       class=0x0c0330 card=0x13651028 chip=0x1aec10de rev=0xa1 hdr=0x00
    vendor     = ’NVIDIA Corporation’
    device     = ’TU116 USB 3.1 Host Controller’
    class      = serial bus
    subclass   = USB
none10@pci0:1:0:3:      class=0x0c8000 card=0x13651028 chip=0x1aed10de rev=0xa1 hdr=0x00
    vendor     = ’NVIDIA Corporation’
    device     = ’TU116 USB Type-C UCSI Controller’
    class      = serial bus
none11@pci0:2:0:0:      class=0x020000 card=0x26001a56 chip=0x260010ec rev=0x21 hdr=0x00
    vendor     = ’Realtek Semiconductor Co., Ltd.’
    class      = network
    subclass   = ethernet
em0@pci0:3:0:0: class=0x020000 card=0x10828086 chip=0x107d8086 rev=0x06 hdr=0x00
    vendor     = ’Intel Corporation’
    device     = ’82572EI Gigabit Ethernet Controller (Copper)’
    class      = network
    subclass   = ethernet


